
Excel’O’Strand
Bringing you reinforced concrete.

There is no need for steel mesh with Excel’s latest innovation in specialised  concrete 
products. Using Excel’O’Strand you can reduce costs by reducing materials and labour 
time. Whether you need to finish your project sooner or control shrinkage Excel’O’Strand 
is the product for you.

Use Excel’O’Strand for
•	 Footpaths
•	 Driveways
•	 Residential Slabs
•	 Car Parks
•	 Shed Slabs
•	 Patios
•	 Hard Stands
•	 Many other applications

How we do it
BarChip synthetic fibres have been proven to outperform steel mesh over a full range of 
concrete strengths for crack widths up to 5mm. By reinforcing concrete with BarChip structural 
synthetic fibres we create Excel’O’Strand. This specialised concrete product eliminates the 
need for temperature and shrinkage control mesh, as well as steel fibres in pre-cast and slab on 
ground applications. 

BarChip Fibre Features
Characteristic Material Property
Base Resin Modified Olefin
Length 42mm
Tensile Strength 550MPa
Surface Texture Continuously Embossed
No. Fibres per kg >50,000
Specific Gravity  0.90 - 0.92
Youngs Modulus 8.2GPa
Colour Concrete Grey

Benefits
•	 Reduce costs
•	 No need for steel mesh and steel fibres
•	 No rusting ensuring long term durability
•	 Improved fire rating
•	 Shrinkage control equal to mesh
•	 Labour and time saving
•	 Edge and corner impact protection

Coloured Applications PathwaysResidential



Placing and finishing
Excel’O’Strand can be placed as usual, although care should be taken to ensure the fibres 
can pass freely through any hopper gates when pumping. Colour oxides may be used with this 
product for a decorative finish. 

All sub-grade, sub-base and form work should be completed as normal. When placing 
Excel’O’Strand the fibres may be visable through the mix. As regular finishing techniques are 
applied the reinforcing fibres should be embedded below the surface of the concrete.
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Contact your Excel representative today for more information.
Brisbane/Gold Coast: 07 3364 2777 
Sunshine Coast: 1300 651 611

Head Office
PO Box 720 Morningside QLD 4170
Phone: 07 3331 1555
Fax: 07 3331 1500
www.excelconcrete.com.au

How to Order
Call your nearest Excel Customer Service 
Centre and ask for Excel’O’Strand. 

•	 Consider the load environment created 
by the intended use of the area to be 
concreted. 

•	 Ensure that you select the appropriate 
thickness and concrete strength grade. 

•	 For Excel ‘O’ Strand in toppings, and with 
slab thickness of less than 100mm, consult 
your Excel Representative.

•	 72 hours notice is required for all 
Excel’O’Strand orders.


